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1
FASTENING ELEMENT FOR CLAMPING
SHEETS

FIELD OF THE INVENTION

The present invention relates to a fastening element for
clamping together a stack of sheets.

BACKGROUND OF THE INVENTION

The use of light-emitting diodes (LEDs) is employed for
a variety of illumination applications. As LEDs have the
advantages of providing a bright light, being reasonably
inexpensive, and drawing very little power, LED lighting is
continuously increasing as an alternative to traditional
incandescent lighting. Furthermore, LEDs have a long
operational life. As an example, white LED lamps may last
100,000 hours, which is approximately 20 times the opera-
tional life of an incandescent bulb.

However, in order to maintain a long service life and/or
avoid damage of a lighting arrangement comprising LEDs,
it is advisable that the construction of the lighting arrange-
ment withstands mechanical stress due to the influence of
temperature on the materials used in the lighting arrange-
ment, such as e.g. high/low temperatures and/or temperature
fluctuations. The temperature conditions may arise exter-
nally, e.g. from the lighting arrangement environment, and/
or internally, e.g. from fluctuations in heat produced by the
LEDs of the lighting arrangement during operation.

In patent document W02010/032169, a light-emitting
arrangement is disclosed, comprising a LED, a printed
circuit board (PCB) having a electrically/thermally conduc-
tive portion, and a heat release member for dissipating heat
generated by the LED during operation. During operation,
the heat is transferred from the LED via the conductive
portion of the PCB to the heat release member. More
specifically, the LED is provided on a LED chip which in
turn is arranged on a substrate, wherein an electric/thermal
connection between the substrate and the conductive portion
of the PCB is provided by electric contacts and/or thermally
conductive glue. Hence, heat from the LED may be trans-
ferred along a heat transfer path to the heat release member,
wherein a portion of the heat transtfer path, from the LED to
the PCB, comprises electric contacts and/or thermally con-
ductive glue.

However, alternative solutions for an adaptation to tem-
perature effects may be of interest.

SUMMARY OF THE INVENTION

It is an object of the present invention to provide a device
which reliably adapts to temperature effects on materials.

This and other objects are achieved by providing a
fastening element having the features defined in the inde-
pendent claim. Preferred embodiments are defined in the
dependent claims.

Hence, according to the present invention, there is pro-
vided a fastening element for clamping together a stack of
sheets comprising at least two sheets. The fastening element
comprises at least one base portion for, when in use,
extending along at least a portion of at least one edge of the
stack of sheets and perpendicular to the planes of the sheets.
Further, the fastening element comprises at least one flange
portion which extends substantially perpendicular from the
base portion, and at least one pointed element which extends
in an acute angle with respect to the base portion. The
fastening element is flexible and, when in use in a grip
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position, the fastening element generates a spring force
which clamps the sheets of the stack of sheets together
between the at least one flange portion and the at least one
pointed element. In this grip position, the at least one pointed
element grips at least one edge of a bottom sheet of the stack
of sheets, and a top sheet of the stack of sheets is allowed to
move in relation to the at least one flange portion.

Thus, the present invention is based on the idea of
providing a fastening element(s) which flexibly clamps/
presses/squeezes together a stack of sheets by a compressing
force. Due to the flexibility of the fastening element, it
allows a top sheet of the stack of sheets to move in relation
to the flange portion, such that the fastening element adapts
to any movement of the top sheet due to e.g. thermal
expansion/contraction. In other words, the fastening element
adapts to thermal properties of the sheets and/or to possible
differences in thermal expansion between e.g. a top sheet
and a bottom sheet, as the top sheet is able to move freely
under the spring features of the fastening element. The
present invention thereby mitigates detrimental temperature-
dependent effects on the sheet material, such as e.g. cracking
of one or several sheets due to thermal stress.

Another advantage of the present invention is that the
fastening element of the present invention generates a pre-
defined compressive force when clamping the sheets, which
further mitigates the occurrence of stress-cracking. This is
highly beneficial, as the pre-defined compressive force from
the fastening element may be adapted to properties of the
sheets such as material thickness, thermal expansion, hard-
ness and/or strength. Hence, the clamping of the sheets is
adapted according to the material/thermal conditions of the
sheets.

Another advantage of the present invention is that the
fastening element provides a strong/robust clamping of the
sheets. Hence, in the grip position of the fastening element,
the clamping of the sheets does not require any additional
fastening means which are common in mounting techniques
in the prior art, such as e.g. glue, screws, etc. Consequently,
the present invention is cost effective, as additional means
for attaching/fastening the sheets to each other may be
omitted. Furthermore, since the fastening element according
to various embodiments of the present invention can be used
instead of other fastening means such as e.g. glue, screws,
etc, the present invention provides an easier mounting when
clamping the stack of sheets and/or when recycling the stack
of sheets.

Moreover, the present invention provides a more reliable
clamping of the stack of sheets compared to glue, which may
negatively influence the positioning between the sheets
(especially if exposed to large variations in temperature),
and/or screws, which may damage the sheets during mount-
ing.

Another advantage of the present invention is that the
fastening element of the present invention in its construction
is very easy to mount to the stack of sheets. The uncompli-
cated and intuitive application of the fastening element to
the stack of sheets increases the mounting efficiency, thereby
avoiding any troublesome, awkward and/or costly mount-
ing.

Furthermore, as the fastening element, when in use,
provides a clamping between the flange portion and the
pointed elements, gripping the edge of the bottom sheet of
the stack of sheets, the fastening element allows a direct heat
transfer path/thermal path from the back/bottom side of the
bottom sheet, e.g. to a heat sinking element. For example, if
the bottom sheet is a heat-generating device such as a LED
carrier, the heat generated from the carrier during operation
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may be efficiently transferred to an underlying heat sink by
a direct thermal contact between the carrier and the heat
sink. As a result, the fastening element of the present
invention achieves a lower working temperature for the
carrier during operation, and thus, a better performance.

By the term “fastening element”, it is here meant a clip,
a spring clip, clamp, a holding element, or the like.

By the term “sheet”, it is here meant a relatively flat
sheet/plate, which may be passive (e.g. a sheet with optical
properties such as a lens/window or a sheet of solid material
such as a plastic/metal plate) or active (e.g. a circuit board
comprising electronics such as LEDs). Furthermore, by the
term “pointed element”; it is meant a tapered element, such
as a tip, spike, or the like.

According to an embodiment of the present invention, the
pointed elements may extend towards the flange portion. In
this embodiment, the fastening element, when in use, pro-
vides the clamping of the stack of sheets in a gap between
the pointed elements and the flange portion. In other words,
the clamping force is provided in a plane/direction from the
pointed elements to the flange portion. An advantage of the
present embodiment is that this construction further
improves the reliability of the clamping, as the fastening
element thereby mitigates shear stresses in the sheets arising
from the fastening element, and/or mitigates a clamping
instability.

According to an embodiment of the present invention, the
flange portion may be provided at a first end of the base
portion and the pointed element is provided at a second end
of the base portion, wherein the first end is provided
opposite the second end. An advantage of the present
embodiment is that a relatively small fastening element may
be used for clamping a relatively large stack of sheets.

According to an embodiment of the present invention, the
flange portion may have a tip pointing in a direction sub-
stantially parallel with the base portion, wherein the pointed
elements point towards the tip. In this embodiment, the
fastening element may have a gull-wing shape, wherein the
tip of the gull-wing shape provides a beneficial contact line
between the flange portion and the top sheet, in terms of a
grip on the top sheet. Furthermore, a well-defined sliding
portion of the fastening element on the top sheet is hereby
provided.

According to an embodiment of the present invention, the
fastening element may be made of sheet metal. An advan-
tage of the present embodiment is that the fastening element
made of sheet metal is flexible yet providing a relatively
high spring force, such that the fastening element provides
a suitable clamping of the stack of sheets. Furthermore, a
fastening element made of sheet metal is relatively cheap
and/or easy to produce.

According to an embodiment of the present invention, the
pointed elements may be triangular-shaped. An advantage of
the present embodiment is that the vertices of the triangular
pointed elements provide a firm grip of the bottom sheet in
the grip position when the fastening element is in use,
wherein the vertices penetrate or about the material of the
bottom sheet when clamping the stack of sheets.

According to an embodiment of the present invention, the
fastening element may further comprise a center portion,
wherein the at least one base portion extends substantially
perpendicular from the center portion. The fastening ele-
ment further comprises at least one auxiliary flange, which
is arranged to release the pointed elements from the edge of
a bottom sheet of the stack of sheets when a force is applied
to the fastening element in a direction from the top sheet
towards the bottom sheet. By this, the fastening element
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moves from the grip position to a locking position. In this
locking position, the center portion may be fastened to a
housing. Further, the fastening element generates a spring
force which clamps together the sheets of the stack of sheets
between the flange portion and the center portion, and a top
sheet of the stack of sheets is allowed to move in relation to
the flange portion. In other words, the auxiliary flange
provides a release of the pointed elements, such that the
clamping in the locking position is provided between the
flange portion and the center portion. An advantage of the
present embodiment is that an even more improved thermal
contact can be provided between the bottom sheet and the
underlying housing or other heat-dissipating structure, such
as a heat sink. This is explained by means of the following
observation: in the grip position, the force between the
flange portion and the pointed elements may somewhat
neutralize the force between the bottom sheet and the
housing. Hence, if the center portion is fastened to the
housing, i.e. that the stack of sheets is fastened to the
housing, the pointed elements may be released from the
bottom sheet for providing an improved thermal path
between the bottom sheet and the housing.

By the term “housing”, it is here meant a casing, plate,
element or the like, which may have heat-sinking properties.

According to an embodiment of the present invention, the
auxiliary flange may extend, from the center portion, beyond
the pointed elements in a direction parallel with the plane of
the center portion. By this, the pointed elements are released
from the edge of the bottom sheet of the stack of sheets when
a force is applied to the fastening element in a direction from
the top sheet towards the bottom sheet. An advantage of the
present embodiment is that the auxiliary flange thereby
readily “pushes” the pointed elements away from the con-
nection/fastening to the bottom sheet.

According to an embodiment of the present invention, the
auxiliary flange may provide a rotational axis of the fasten-
ing element in a direction perpendicular to a normal of the
center portion and perpendicular to the direction of the
pointed elements. By this, the pointed elements are released
from the at least one edge of a bottom sheet of the stack of
sheets upon rotation of the fastening element, when a force
is applied to the fastening element in a direction from the top
sheet towards the bottom sheet. In other words, in this
embodiment, the auxiliary flange may act as a pivot point,
e.g. between the center portion and the pointed elements. If
a force is applied to the center portion, the auxiliary flange
is arranged to allow the pointed elements to rotate away
from the connection/fastening to the bottom sheet.

According to an embodiment of the present invention, the
pointed elements may extend in a direction substantially
perpendicular with the flange portion. This embodiment
provides for a decoupling of the flange portion and the
pointed elements in terms of direction. For example, if the
fastening element comprises a rectangular center portion,
flange portions may extend from base portions from two
opposite sides, and the pointed elements may extend from
the two other opposite sides of the center portion.

According to an embodiment of the present invention, the
center portion may be substantially rectangular and the
fastening element may comprise at least two base portions
arranged on opposite sides of the center portion. If two base
portions are provided, the fastening element in this embodi-
ment resembles a seat, providing a stable, easily applied and
reliable fastening element. Alternatively, the fastening ele-
ment may comprise four base portions arranged on each side
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of the four sides of the rectangular center portion, which
even further improves the clamping effect of the fastening
element.

According to an embodiment of the present invention, the
center portion may further comprise a hole arranged for
allowing a fixation of the fastening element to the housing.
An advantage of the present embodiment is that the fasten-
ing element provides a hole for fastening/fixating/attaching
the fastening element to the housing, e.g. in the locking
position, wherein a screw or the like may be used as a
fastening means.

The fastening element according to various embodiments
of the present invention may, furthermore, advantageously
be comprised in a light-emitting arrangement further com-
prising a carrier, at least one light-emitting diode, LED, for
emitting light, a lens element, arranged for a refraction of the
light emitted by the at least one LED, and a housing for the
carrier, arranged for dissipating heat from the carrier gen-
erated by the at least one LED during operation. The
fastening element clamps together the lens element and the
carrier, wherein the lens element is able to move, e.g. due to
thermal expansion, under the flange portion of the fastening
element. This is beneficial for the light-emitting arrange-
ment, as the fastening element thereby mitigates detrimental
temperature-dependent effects such as e.g. cracking of the
lens element due to thermal stress.

According to an embodiment of the present invention, the
lens element and the carrier may comprise a cavity arranged
for housing the fastening element. In this embodiment, the
cavity is provided in a direction from the top sheet towards
the bottom sheet. An advantage of the present embodiment
is that the fastening element may be provided in a central
part of the lens element/carrier, i.e. not only at the edges of
the lens element/carrier. By this, an even more stable and
reliable clamping of the lens element and the carrier may be
provided.

BRIEF DESCRIPTION OF THE DRAWINGS

These and other aspects of the present invention will now
be described in more detail, with reference to the appended
drawings showing a currently preferred embodiment of the
invention, wherein:

FIG. 1 is a schematic perspective view of a fastening
element for clamping together a stack of sheets, in accor-
dance with an embodiment of the present invention,

FIG. 2a-c is a schematic front view and schematic profile
views, respectively, of a fastening element as shown in FIG.
1, in accordance with an embodiment of the present inven-
tion,

FIG. 3a-e are perspective views of fastening elements
comprising two base portions, in accordance with an
embodiment of the present invention,

FIG. 4a-d are profile views of a fastening element com-
prising an auxiliary flange, in accordance with an embodi-
ment of the present invention.

FIG. 5 is an exploded view of a light-emitting arrange-
ment, comprising a fastening element for clamping a lens
element to a carrier within a cover, in accordance with an
embodiment of the present invention.

FIG. 6 is a perspective view of a light-emitting arrange-
ment, comprising a lens element, a carrier, and a fastening
element, in accordance with an embodiment of the present
invention.

FIG. 7a-b is a schematic illustration of an lens element
connected by a screw to a LED device, in accordance with
prior art, and a schematic illustration of an lens element, a
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carrier, and a fastening element, in accordance with an
embodiment of the present invention.

DETAILED DESCRIPTION

In the following description, the present invention is
described with reference to a fastening element for clamping
together a stack of sheets.

FIG. 1 is a schematic perspective view of a fastening
element 100 for clamping together a stack of sheets, in
accordance with an embodiment of the present invention.
The fastening element 100 comprises a rectangular base
portion 101 which is substantially flat and which may be
made of metal sheet. A flange portion 102 extends substan-
tially perpendicular from the base portion 101, wherein the
flange portion 102 is provided at a first end of the base
portion 101. Two sets with three triangular-shaped pointed
elements 103 are provided, the pointed elements 103 extend-
ing in an acute angle with respect to the base portion 101 and
pointing towards the flange portion 102. The pointed ele-
ments 103 are provided at a second end of the base portion
101, at the opposite end of the flange portion 102. A center
flange 104, with much smaller dimensions than the base
portion 101, is provided approximately in the middle of the
base portion 101. The center flange 104 extends in an acute
angle with respect to the base portion 101 and points towards
the flange portion 102.

The fastening element 100, which may be made of metal
sheet, is flexible. When the fastening element 100 is in use
in a grip position, it generates a spring force which clamps
the sheets of the stack of sheets (not shown) together
between the flange portion 102 and the pointed elements
103. The pointed elements 103 grip an edge of a bottom
sheet of the stack of sheets, and a top sheet of the stack of
sheets is allowed to move in relation to the flange portion
102. The center flange 104 contributes to the spring force of
the fastening element 100.

FIG. 2a-c is a schematic side view and schematic profile
views, respectively, of a fastening element 100 as shown in
FIG. 1, in accordance with an embodiment of the present
invention. In FIG. 2a, the flange portion 102 is provided
with a tip pointing in a direction substantially parallel with
the base portion 101, and the pointed elements 103 point
towards the tip. In FIG. 24, the flange portion 102 extends
perpendicular from the base portion 101, wherein the
pointed elements 103 and the center flange 104 point
towards the end tip of the flange portion 102. In FIG. 2¢, the
flange portion 102 has a “gull-wing” shape comprising a first
portion which is inclined downwards and a second portion,
shorter that the first portion, which is inclined upwards.
Here, the pointed elements 103 point towards the downward
pointing tip of the “gull-wing” shape of the flange portion
102.

FIG. 3a-e are perspective views of fastening elements 300
comprising two base portions 301 and a center portion 304
in accordance with embodiments of the present invention. In
FIG. 3a, two base portions 301 extend substantially perpen-
dicular, and from opposite sides, from a substantially qua-
dratic center portion 304. Flange portions 302 extend from
each base portion 301 in opposite directions, and each flange
302 has a “gull-wing” shape as previously described.

The pointed elements 303 extend in an acute angle with
respect to the base portion 301. Further, in FIG. 3q, the
pointed elements 303 extend in a direction substantially
perpendicular to the extending direction of the flange por-
tions 302. The pointed elements extend from the two oppo-
site sides of the center portion 304 from which the two base
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portions 301 do not extend. In other words, from the four
sides of the center portion 304, the base portions 301 extend
from two opposite sides, and the pointed elements 303
extend from the two other opposite sides of the center
portion 304. In FIG. 35, on the other hand, the pointed
elements 303 extend from the same sides of the center
portion 304 from which the two base portions 301 extend. A
hole 305 is arranged in the center portion 304 for allowing
a fixation of the fastening element 300 to a housing (not
shown).

FIG. 3¢ shows a side view of the fastening element 300,
in a direction of the plane of the center portion 304. In FIG.
3d, a top view of the fastening element 300 is shown.

FIG. 3e shows a profile view of the fastening element 300,
wherein the pointed elements 303 extend from the same
sides of the center portion 304 from which the two base
portions 301 extend. Analogously with the described func-
tion of the fastening element 100 shown in FIG. 1, the
fastening element 300, when in use in a grip position,
generates a spring force on both sides of the fastening
element 300 comprising the base portion 301, the flange
portion 302 and the pointed elements 303, wherein a top
sheet of a stack of sheets (not shown) is allowed to move in
relation to the flange portion 302.

FIG. 4a-e are profile views of a fastening element 400
comprising an auxiliary flange 405/407, in accordance with
an embodiment of the present invention. In FIG. 4a, the
fastening element 400 is in a grip position, generating a
spring force which clamps together the sheets 410, 411 of
the stack of sheets between the flange portion 402 and the
pointed elements 403, wherein the pointed elements 403
grip an edge of a bottom sheet 411 of the stack of sheets. In
the two-dimensional view of FIG. 4a, the auxiliary flange
405 extends away from the center portion 404 and beyond
the pointed elements 403 in a direction parallel with the
plane of the center portion 404. Here, the direction of the
auxiliary flange 405 is provided substantially in parallel with
the pointed elements 403. Alternatively, the auxiliary flange
405 may be provided substantially perpendicular with the
pointed elements 403.

If a force is applied to the fastening element 400 in a
direction from the top sheet 410 towards the bottom sheet
411, the fastening element 400 may be moved from the grip
position to a locking position, which is shown in FIG. 4b. If
the fastening element 400 is moved from the grip position to
the locking position, the auxiliary flange 405 is arranged to
release the pointed elements 403 from the edge of the bottom
sheet 411 of the stack of sheets. In other words, when
pushing the fastening element 400 downwards, as seen in
FIGS. 4a-b, the auxiliary flange 405 slides on the edge of the
top sheet 410, thereby pushing the pointed elements 403
from the edge of the bottom sheet 411 of the stack of sheets.
In FIG. 44, the center portion 404 is fastened 406 to a
housing 412, such that the fastening element 400 generates
a spring force which clamps the sheets 410, 411 of the stack
of sheets together between the flange portion 402 and the
center portion 404, and wherein the top sheet 410 of the
stack of sheets is allowed to move in relation to the flange
portion 402.

In FIG. 4c, the fastening element 400 is shown in a grip
position analogously with FIG. 4a. Here, the auxiliary flange
407 is shown as a portion of a circle, thereby providing a
rotational axis of the fastening element 400 in a direction
perpendicular to a normal of the center portion 404 and
perpendicular to the direction the pointed elements 403. For
the left hand side portion of the fastening element 400, as
shown in FIG. 4c¢, this means a clockwise rotation of the
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fastening element 400. By this, the pointed elements 403 are
released from the edge of the bottom sheet 411 of the stack
of sheets upon rotation of the fastening element 400, when
a force is applied to the fastening element 400 in a direction
from the top sheet 410 towards the bottom sheet 411. By
this, the fastening element 400 is moved to a locking
position, which is shown in FIG. 4d. In this locking position,
the center portion 404 is fastened 406 to a housing 412, such
that the fastening element 400 generates a spring force
which clamps the sheets 410, 411 of the stack of sheets
together between the flange portion 402 and the center
portion 404, and wherein the top sheet 410 of the stack of
sheets is allowed to move in relation to the flange portion
402.

FIG. 5 is an exploded view of a light-emitting arrange-
ment 505, comprising a fastening element 500 for clamping
a lens element 501 to a carrier 503 within a cover 502, in
accordance with an embodiment of the present invention.
The carrier 503 comprises a plurality of light-emitting
diodes, LEDs, for emitting light, and the lens element 501,
arranged over the carrier 503, is arranged for a refraction of
the light emitted by the LEDs. The cover 502 encloses the
sides of the fastening element 500, the lens element 501 and
the carrier 503. The cover 502 may be fastened to a housing
504 by screws, wherein the housing 504 is arranged for
dissipating heat from the carrier which is generated by the
LEDs of the carrier 503 during operation.

FIG. 6 is a perspective view of a light-emitting arrange-
ment 605, comprising a lens element 602, a carrier 601, and
a fastening element 600, in accordance with an embodiment
of the present invention. The lens element 602 and the
carrier 601 comprise a cavity arranged for housing the
fastening element 400.

FIG. 7a is a schematic illustration of a lens element 700
connected by a screw 702 to a LED device 701 in accor-
dance with prior art. The figure shows four LEDs which are
arranged on the LED device 701 in a 2x2 matrix, wherein
the screw 702 is attached through the lens element 700 to the
LED device 701 approximately between the four LEDs. In
a temperature cycle test, the prior art arrangement of FIG. 7a
was exposed to large variations in temperature between —40°
C. and 85° C. After 30 cycles, the arrangement disclosed
cracks in the lens element 700. The flexible solution of the
present invention, as showed by the fastening element 800
in FIG. 75 for clamping together the lens element 801 with
the carrier 802, takes away stresses, due to the spring force
of' the fastening element 800, adapting to thermal conditions.
By this, the fastening element 800 of the present invention
allows for thermal expansion of the lens element 801 and the
carrier 802, still steadily and reliably clamping together the
lens element 801 and the carrier 802.

Even though the invention has been described with ref-
erence to specific exemplitfying embodiments thereof, many
different alterations, modifications and the like will become
apparent for those skilled in the art. The described embodi-
ments are therefore not intended to limit the scope of the
invention, as defined by the appended claims. For example,
any dimension of the fastening element may be different
from those shown in FIGS. 1-7, i.e. the base portion, flange
portion, center portion and/or pointed elements may be
larger, smaller, thicker, thinner, etc. Moreover, the auxiliary
flanges 405 and 407 may be provided in other shapes and/or
positions with respect to the fastening element 400 for the
purposes of releasing the pointed elements 403 from the
bottom sheet 411. For example, the auxiliary flanges 405 and
407 may be arranged perpendicular to the elongation of the
flanges 405 and 407 as shown in FIGS. 4a-d, i.e. turned 90°.
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The invention claimed is:

1. A light-emitting arrangement comprising:

a stack of sheets comprising at least two sheets;

a fastening element comprising:

at least one base portion extending along at least a
portion of at least one edge of said stack of sheets
and perpendicular to planes of said sheets,

at least one flange portion extending substantially per-
pendicular from said base portion, and

at least one pointed element extending in an acute angle
with respect to said base portion, and

a center portion, wherein said at least one base portion
extends substantially perpendicular from a plane of
said center portion, said center portion being con-
figured to fix said fastening element to a housing,

wherein said fastening element is flexible and, clamps
together with a spring force the sheets of said stack of
sheets between said at least one flange portion and said
at least one pointed element,

wherein said at least one pointed element grips at least one

edge of a bottom sheet of said stack of sheets,

wherein a top sheet of said stack of sheets is capable of
moving in relation to said at least one flange portion,
and

wherein, in response to a force applied to the center

portion of the fastening element along a direction from
the top sheet to the bottom sheet to fix said fastening
element to the housing, said at least one pointed ele-
ment is released from said at least one edge of said
bottom sheet of said stack of sheets.

2. The light-emitting arrangement as claimed in claim 1,
wherein said at least one pointed element extends towards
said at least one flange portion.

3. The light-emitting arrangement as claimed in claim 1,
wherein said at least one flange portion is provided at a first
end of said at least one base portion and said at least one
pointed element is provided at a second end of said at least
one base portion; said first end being provided opposite said
second end.

4. The light-emitting arrangement as claimed in claim 3,
wherein said at least one flange portion has a tip pointing in
a direction substantially parallel with said base portion, and
wherein said at least one pointed element points towards
said tip.

5. The light-emitting arrangement as claimed in claim 4,
wherein said fastening element is made of metal sheet.

6. The light-emitting arrangement as claimed in claim 5,
wherein said at least one pointed element is triangular-
shaped.

7. The light-emitting arrangement as claimed in claim 6,
wherein the fastening element further comprises:

at least one auxiliary flange, arranged to release said at

least one pointed element from said at least one edge of
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a bottom sheet of said stack of sheets to thereby move
said fastening element from said grip position to a
locking position when said center portion is fastened to
the housing, said fastening element thereby generating
a spring force which clamps together the sheets of said
stack of sheets between said at least one flange portion
and said center portion while allowing a top sheet of
said stack of sheets to move in relation to said at least
one flange portion.

8. The light-emitting arrangement as claimed in claim 7,
wherein said auxiliary flange, from said center portion,
extends beyond the at least one pointed element in a direc-
tion parallel with the plane of said center portion.

9. The light-emitting arrangement as claimed in claim 7,
wherein said auxiliary flange provides a rotational axis of
said fastening element in a direction perpendicular to a
normal of said center portion and perpendicular to the
direction of said at least one pointed element.

10. The light-emitting arrangement as claimed in claim 9,
wherein said at least one pointed element extends in a
direction substantially perpendicular with said flange por-
tion.

11. The light-emitting arrangement as claimed in claim
10, wherein said center portion is substantially rectangular
and said fastening element comprises at least two base
portions arranged on opposite sides of said center portion.

12. The light-emitting arrangement as claimed in claim
11, wherein said center portion further comprises a hole
arranged for allowing a fixation of said fastening element to
said housing.

13. The light-emitting arrangement of claim 1, wherein a
first one of the stack of sheets comprises a carrier, compris-
ing at least one light-emitting diode, LED, for emitting light,
and a second one of the stack of sheets comprises a lens
element, arranged for refracting the light emitted by said at
least one LED, and

wherein the fastening element is configured to clamp

together said lens element and said carrier.

14. The light-emitting arrangement as claimed in claim
13, wherein said lens element and said carrier comprise at
least one cavity arranged for housing said fastening element.

15. The light-emitting arrangement as claimed in claim 1,
wherein said at least one pointed element comprises a
plurality of points.

16. The light-emitting arrangement as claimed in claim
15, wherein said plurality of points form a jagged edge.

17. The light-emitting arrangement as claimed in claim
15, wherein said plurality of points extend in an acute angle
with respect to said base portion and toward at least one
flange portion.



